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Reclained#3IRusticElcartPine

Often referred to by other companies as
‘Cabin Grade, and comprised of seconds
boards, Longleaf takes special care
milling and grading our reclaimed #3
grade Heart Pine as an involved,
character-driven flooring. Composed of
vertical grain and flatsawn boards, this
exciting visual landscape leaps to life
with solid knots of any size, original nail
holes, solid checking, age-old mineral
stains, and plugged industrial bolt holes.

Ring density is highly variable, and
antique heartwood content ranges
greatly.

Standard Dimensions

2.5” - 11.5” wide planks (wider w/ special order)
2’to 12’ lengths

3/4” thick, tongue-and-groove

Grain
Straight, with irregularities, figure, and variable heartwood content. Mixed flat
and vertical grain.

Color
Heartwood ranges from delicate yellows through oranges and into red and
reddish-brown. Sapwood is a pleasant yellowish-white.

Character _ o
Knots, nail holes, mineral staining, plugged bolt holes, minor checking

Hardness & Stability
A moderately hard and stable wood. 1225lb, on the Janka hardness scale.
~2.56 pounds per square foot.
softest red oak (200b) hardest
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Certifications _ _ _
Qualifies for LEED MRc3, Materials Reuse credit. May qualify for LEED
MRc5, Regional Materials credit.
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